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                               PRODUCT FACT SHEET 
 

MULTI OPS® 3AAA COMBINATION 
C4®LED / UV LED / LASER POINTER FLASHLIGHT 

MARKET 
APPLICATIONS: Automotive, Hardware/Tool, Industrial, Law Enforcement, Security, Sporting Goods, Consumer 
 

DESCRIPTION: The premiere multi-task capable light, the Streamlight Multi Ops® features C4®LED technology, UV fluid 
detection capability and a Class IIIa laser pointer.  Select any function with the advanced mode-select 
rotary switch and power up the light with the tailcap switch; no more cycling through different modes to 
get the desired function.  Five (5) 390nm wavelength UV LEDs provide excellent output power and provide 
the widest coverage over the range of commercially used fluid leak detection dies.  The light comes with 
batteries, high-strength lanyard and heavy duty nylon holster. 

 

CASE MATERIAL: Machined aircraft-grade aluminum with anodized finish for corrosion resistance.  Available in Matte Black.    
 

DIMENSIONS: Length: 5.38 in. (13.69 cm) Major Diameter: 1.57 in. (3.98 cm) 
 Body Diameter: 1.17 in. (2.98 cm) 

 

WEIGHT: 7.04 oz (200 grams) with batteries (included with purchase) 
 

LENS: Glass lens, gasket sealed. 
 

LIGHT SOURCE:  White: C4®LED technology, impervious to shock with a 50,000 hour lifetime. 
UV: Five (5) 390nm UV LEDs. 
Laser: 650nm pre-focused visible red laser. 

 

LIGHT OUTPUT: White C4®LED: 50 lumens, 2,500 candela peak beam intensity and 100m beam distance. 
UV LEDs: 40mW measured system output. 
Laser: 650nm, Class IIIa (3R), <5mW laser output power. 

Useable laser range of 100+ feet when in LED/Laser mode, 100+ yards when in Laser only mode. 
 

ON/OFF AND 
MODE SELECTION: On/Off: Push-button tactical tailswitch.   Function Select: Head mounted rotary selector switch. 

Selectable functions include C4®LED only, Laser only, UV LEDs only and C4®LED/Laser combination. 
 

RUN TIME: White C4®LED: 4.75 continuous hours to 10% of initial lumen output. 
UV LEDs: 10 continuous hours to 10% of initial output power. 
Laser: 40 continuous hours. 
White C4®LED/Laser combination: 4 continuous hours. 

 

BATTERY: Three “AAA” size alkaline batteries. 
 

FEATURES: IPX4 Rated for water resistant operation.  All openings o-ring or gasket sealed. 
1 meter impact resistance tested. 
Rotary switch for pre-settable operation. 

 

WARRANTY: Streamlight warrants this product to be free of defect for a lifetime of use.  We will repair, replace or 
refund the purchase price, at our option, of any Streamlight product that does not work or that you manage 
to break for as long as you own it.  Of course, this limited lifetime warranty excludes abuse and batteries.                 

 

APPROVALS: Meets applicable European Community directives.  
Complies with 21 CFR 1040.10 and 1040.11 as amended by Laser Notice 50; 24 June 07 

 

CAUTION: Laser/LED radiation; avoid direct eye contact. 
 
 
 
 


